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Technical data sheet   Built-in nutrunner DS series

DSM Messtechnik GmbH
Dieselstraße 16
73431 Aalen, Germany

DS 80-130 series

A   DS 80-130 MDW with torque transducer

Type Max. torque Application area Max. speed Angle resolution Article number

DS 80-130 / 900 MDW

DS 80-130 / 1000 MDW

900 Nm

1000 Nm

180 - 900 Nm

200 - 1000 Nm

75 rpm

75 rpm

0,1 °

0,1 °

DS-2800090

DS-2800100

Torque accuracy 0,5 %, torque tolerance better 5 % according to ISO 5393

B   DS 80-130 MDW (Booster gear unit) with torque transducer

Type Max. torque Application area Max. speed Angle resolution Article number

DS 80-130 / 1500 MDW

DS 80-130 / 2000 MDW

DS 80-130 / 2400 MDW

1500 Nm

2000 Nm

2400 Nm

300 - 1500 Nm

400 - 2000 Nm

480 - 2400 Nm

75 rpm

37 rpm

37 rpm

0,1 °

0,1 °

0,1 °

DS-2800150

DS-2800200

DS-2800240

Torque accuracy 0,5 %, torque tolerance better 5 % according to ISO 5393
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Dimensions DS 80-130

individual technical solutions, 

handling systems, 

tool change boxes, crow foots 

as well as work stations.    

And much 
more . . .

EC nutrunners with or 
without torque transducer 
for tightening and loosening 
screws, nuts and related 
fastening elements 
– depending on the 
requirements for the torque 
accuracy of your screw 
connection.

The control system
MultiPro 3G controls, 
monitors and checks the 
tightening process.

MDW or SA . . .

Tightening status

Tightening process is okay

Tightening process runs

Tightening process is not okay

OK

RUN

NOK

https://dsmcloud.gmuendcloud.de/url/dsseries
https://www.dsm-messtechnik.de/en/tightening-technique/nutrunners-ds-serie/
https://www.dsm-messtechnik.de/en/control-system/multipro-3g/
https://www.dsm-messtechnik.de/en/
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C   DS 80-130 SA without torque transducer (current controlled) 

Type Max. torque Application area Max. speed Angle resolution Article number

DS 80-130 / 900 SA

DS 80-130 / 1000 SA

900 Nm

1000 Nm

180 - 900 Nm

200 - 1000 Nm

75 rpm

75 rpm

1,0 °

1,0 °

DS-2801090

DS-2801100

Torque accuracy depends on the adjustment of the nutrunner

D   DS 80-130 SA (Booster gear unit) without torque transducer (current controlled)

Type Max. torque Application area Max. speed Angle resolution Article number

DS 80-130 / 1500 SA

DS 80-130 / 2000 SA

DS 80-130 / 2400 SA

1500 Nm

2000 Nm

2400 Nm

300 - 1500 Nm

400 - 2000 Nm

480 - 2400 Nm

75 rpm

75 rpm

37 rpm

1,0 °

1,0 °

1,0 °

DS-2801150

DS-2801200

DS-2801240

Torque accuracy depends on the adjustment of the nutrunner

F   Mounting flange

Type Article number

Mounting flange DS-2803001

E   Motor offset

Type Article number

Motor offset V2 DS-2803005

G   Spring output

Type Article number

Spring output 50 mm DS-2803080

2   Square drive 1,5“

Type Article number

Square drive 1,5“ (up to 2400 Nm) DS-2803110

1  Square drive 1“

Type Article number

Square drive 1“ (up to 1000 Nm) DS-2803105

https://www.dsm-messtechnik.de/en/

